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P2000

Biggest, Brightest Wood Flame

THE ULTIMATE iN PELLET STOVE LuxuRY

" P2000FS Standard
b aptional fiber Shown with optional fiber
brick panels and logs brick panels and logs

P2000! Deluxe Nickel

Shotwn

Breckwell‘s “Luxury” P2000, our top of the line pellet stove enhances
your home with bright wood flames and modern styling. The large ceramic
glass door showcases a 180 degree fire-filled panorama. Additionally, a
large, easily accessible fuel hopper, automatic ignition and easy mainte-
nance truly provide the ultimate in pellet home heating. The PzoooFS also
includes a large, convenient ash drawer, and the insert model has an
optional drop-in ash pan.

You can place the free-standing model almost anywhere in your home.
The fireplace insert brings warmth and beauty to the family hearth.

Advanced engineering and Breckwell's large heat exchanger with up to 16
heat exchange tubes give these deluxe units a powerful 80% steady state
efficiency with Btu input of 50,000, These beautiful heaters are easy to
install and a breeze to operate. [«

P2000FS FEATURES: P2000] FeATuRES:

= Digital control panel » Digital control panel

* Up to 7o hours of heating from one fuel load * Up to 7o hours of heating from one fuel load
» Large ash drawer * Automatic fuef feed

= Automatic fuel feed * Whisper-gquiet blowers

= Whizper-quiet blowers * “Hot Rod™" automatic igniter

* “Hot Rod™ automatic igniter *» Heavy steel construction

= 15 tube heat exchange system = Limited lifetime warranty

= Heavy steel construction

* Easy access side and rear panels OPTIONS:

® Lifetime limited warrant .
el ¥ = 24 karat gold, gold trim or nickel door with

matching accents

OpTiONS: = Realistic ceramic fiber logs

# 24 karat gold, gold trim or nickel door with = Realistic ceramic fiber brick panels
matching accents * Drop-in ash pan on insert model

= Realistic ceramic fiber logs = Wall or remote thermaostat

= Realistic ceramic fiber brick panels
* Wall or remote thermostat

Easy to Install
Breckwell stoves take little
room space, requiring only
3" clearance to combustible
walls, They can vent hori-
zontally, through a side
wall, like a clothes dryer,
and use inexpensive 3" or
4" PLvent chimney. Direct
Vent installations as
required in mobile homes,
are possible by attaching
an outside combustion

air tube.

Clean and Efficient
Precision engineering,
metered fuel, and forced air
provide almost g9% com-
bustion efficiency. Heat,
generated in a specially
created environment, is
transferred to the room by
up to 15 massive heat
exchange tubes and circu-
lated with a quiet, powerful
fan, Laboratory tests show
that smoke emissions
measure a fraction of a
gram per hour. This is 95%
lower than stringent federal
standards for wood
burning.

Rugged Construction
Breckwells are heavier than
most brands, so they will
last longer. Rap your fist on
a Breckwell and then a
competitor’s sheet metal
model; you'll feel the
difference.




